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This section shows the Wyresdale range 
of walling to help you decide which colours
and finishes will best suit your project. 
Our range of Abbey, Split and Pitched 
walling will ensure that there is a product 
to suit requirements. All walling is suitable 
for both decorative and structural purposes.

Technical information is found on page 31.

Abbey Stone (Calder Brown)
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Abbey Stone (Calder Brown) Abbey Stone (Mellow York - flat pointed)

Abbey Stone

Mellow York Quarry Grey Calder Brown

Size (mm) No. per Sq M Weight Metres No. per Pack Weight of Pack
(inc. 10mm joint) per Pack

200 x 65 x 100 64 3.2kg 5 320 910kg

300 x 65 x 100 43 4.2kg 5 215 910kg

300 x 140 x 100 21.5 9kg 4.5 97 870kg
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The Abbey Stone walling collection has been designed to give the appearance of a variety
of types of natural stone. The range includes colours such as Mellow York, Quarry Grey
and Calder Brown. Abbey Stone is suitable for many different types of applications, from
decorative garden walling to construction of houses and garages. 

Product Details:

• •The range of popular colours means that it is an easy to use product that complements the rest of your 
garden and home.

• •Abbey Stone walling is an excellent alternative to natural stone.

•• High quality materials make for an outstandingly durable product.

• The range of sizes available gives flexibility to lay different patterns and create a random effect if desired.



www.wyresdaleltd.co.uk
25

Split Stone

Split Stone (York)

Pitched Stone

Our Pitched Stone walling has been proven as a very popular alternative to natural stone. It
combines the look and qualities of natural stone with modern materials to create a very cost
effective option for your landscaping and construction needs. To view a sample of Pitched
Stone walling, please contact your local Wyresdale stockist.

Product Details:

• •Pitched Stone is available in York colour.

• High quality materials make for an outstandingly durable product.

·• The range of sizes available gives flexibility to lay different patterns and create a random effect if desired.

Pitched Stone

Size (mm) No. per Sq M Weight Metres Colour Code No. per Pack Weight of Pack
(inc. 10mm joint) per Pack

300 x 65 x 100 43 4.4kg 5 Y 215 930kg

Our Split Stone has been proven as a very popular alternative to natural stone. It combines
the look and qualities of natural stone with modern materials to create a very cost effective
option for your landscaping and construction needs. To view a sample of Split Stone, please
contact your local Wyresdale stockist.

Product Details:

• •High quality materials make for an outstandingly durable product.

• •Natural and York colours available in 225x65mm size, other sizes York only.

• •The range of sizes available gives flexibility to lay different patterns and create a random effect if desired. 

Size (mm) No. per Sq M Weight Metres Colour Code No. per Pack Weight of Pack
(inc. 10mm joint) per Pack

300 x 65 x 100 43 4.4kg 5 Y, N 215 950kg

Work completed by DG Construction of Preston
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Laying Patterns

Paving

Drivemaster 50

Abbey Setts Petra Setts

Stretcher Bond Stack Bond

90º‚•øºº Herringbone 45º‚•øºº Herringbone 90º‚•øºº Stretcher Bond
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Split Face, Pitched Face and Abbey Stone Products

The product has been assessed in accordance with BS EN 771
Specification for masonry units - part 3 : 2003 Aggregate
concrete masonry units (Dense and lightweight aggregates).
Test methods are in accordance with the relevant parts of 
BS EN 772 - Test methods for masonry units.

Dimension and Tolerances:
The work sizes are 225mm long x 100mm wide x 65mm high. The heights
are within Tolerance category D1 (+3mm to -5mm). The lengths and widths
will generally be within the same Tolerance category but the nature of the
split/pitched/tumbled faces means that occasional measurements may be
outside these limits.

Configuration:
The units are rectangular and solid without frogs.

Density:
The mean gross and net dry densities have the same value of 2100 kg/m3

Mechanical Strength:
The mean compressive strength fm exceeds 25 N/mm2

Thermal Properties:
By reference to Table A3 of EN 1745 the mean conductivity (  10 dry) for
units of this density will be 1.11 W/Mk.

Water Absorption by Capillarity:
Coefficient of water absorption less that 100g/m2 s1/2

Moisture Movement:
Drying shrinkage coefficient 0.12 mm/m
Moisture expansion coefficient 0.13 mm/m
Total movement coefficient 0.25 mm/m

Water Vapour Permeability:
By reference to EN 1745 the water vapour diffusion coefficient (u) is 5/15.

Reaction to Fire:
The units are Class Al.

Technical Information
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Fax: 01253 790 936
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Wyresdale products are manufactured from the highest
quality natural materials in a monitored manufacturing
process, but due to the use of natural materials, colour
variation may occur, and consistency cannot therefore
be guaranteed.

All concrete products may occasionally suffer from
natural chemical reactions called efflorescence. This is a
temporary condition and is in no way detrimental to the
performance and quality of Wyresdale’s products and
responsibility cannot be accepted should this occur.

In the unlikely event of any products reaching you in an
unsatisfactory condition, you should notify the retailer
immediately before any costs are incurred. Responsibility
for uplifting and relaying may be prejudiced if upon
inspection the fault was obvious prior to laying.

Although every effort is made to ensure consistency of
product shade, variations between production batches
can occur, it is therefore advisable to draw from several
packs as this enhances colour blending and will help
alleviate colour variation.

Due to the limitations of the printing process, the colours
shown in this brochure may not be an exact match and
are therefore best judged by visiting your local stockist.

Your local stockist:


